
COUNT™ Perforating and 

Scoring Machines

Model Perfmaster Dash Perfmaster Sprint iCrease Pro iCrease Pro + Number Pro Perfmaster Air V3
Paper Weight Range (gsm) 60-350 60-350 60-350 60-350 60-350 60-350

Feed Top-feed Friction System Top-feed Friction System Manual Manual Top-feed Friction System Bottom Vacuum Feed

Paper Feed Fanning Need Yes Yes No No Yes No

Max Sheet Size                               inch                                                            

cm

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

19.0 L x 13.0 W "                

(48.3 x 33.0 cm)

19.0 L x 13.0 W "                

(48.3 x 33.0 cm)

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

24.0 L x 18.0 W "                  

(61.0 x 45.7 cm)

Min Sheet Size                               inch                                                            

cm

4.0 L x 4.0 W "                              

(10.2 x 10.2 cm)

4.0 L x 4.0 W "                              

(10.2 x 10.2 cm)

4.0 L x 3.5 W "                              

(10.2 x 8.9 cm)

5.0 L x 3.5 W "                      

(12.7 x 8.9 cm)

5.0 L x 3.0 W "                      

(12.7 x 7.6 cm)

5.0 L x 5.0 W "                     

(12.7 x 12.7 cm)

Max Perforating Speed SPH Based on Operator 12,000 - Optional 8,500 26,000

Max Crease Speed SPH - - 1,200 1,200 - -

Max Numbering Speed SPH - - - - 6,000 -

Offset Scoring Standard Standard - Optional Standard Standard

Electrical None

115 V, 60 Hz, 20 A or 230 V, 

50 Hz, 20 A 110/220 V, 50/60 Hz 110/220 V, 50/60 Hz

115 V, 60 Hz, 20 A or 230 V, 

50 Hz, 20 A

115 V 60 Hz or 230 V 50 Hz 

20 Amp

Machine Weight 100 lbs (45 kg) 100 lbs (45 kg) 50 lbs 63 lbs 200 lbs 255 lbs (116 kg)

Shipping Weight 145 lbs 183 lbs 87 lbs 104 lbs 276 lbs 447 lbs

Crate Size                                          inch                                                                    

cm                     

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

40.0 L x 40.0 W x 25.0 H "                     

(101.6 x 101.6 x 63.5 cm)

40.0 L x 40.0 W x 25.0 H "                     

(101.6 x 101.6 x 63.5 cm)

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

49.0 L x 35.0 W x 53.0 H "                     

(124.5 x 88.9 x 134.6 cm)

Perforating/Scoring

COUNT print finishing equipment is manufactured by Martin Yale Industries, LLC.                  

       251 Wedcor Avenue, Wabash, Indiana 46992 

260-563-0641  |  Fax: 260-563-4575 | www.martinyale.com

COUNT is a trademark of Martin Yale Industries, LLC. Copyright © 2017. All rights reserved.



COUNT™ Perforating and 

Scoring Machines

Model EZCreaser AutoPro AccuCreaser Air FC114 FC114A FC114ASP
Paper Weight Range (gsm) 60-350 60-350 60-350 60-350 60-350 60-350

Feed Top-feed Friction System Bottom Friction Feed Bottom Vacuum Feed Top-feed Friction System Bottom Vacuum Feed Bottom Vacuum Feed

Paper Feed Fanning Need Yes Yes No Yes No No

Max Sheet Size                               inch                                                            

cm

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

24.0 L x 18.0 W "                         

(61.0 x 45.7 cm)

24.0 L x 17.0 W "                           

(61.0 x 43.2 cm)

24.0 L x 18.0 W "                         

(61.0 x 45.7 cm)

24.0 L x 18.0 W "                         

(61.0 x 45.7 cm)

Min Sheet Size                               inch                                                            

cm

4.5 L x 4.5 W "                     

(11.4 x 11.4 cm) 

5.0 L x 5.0 W "                      

(12.7 x 12.7 cm)

6.0 L x 4.5 W "                    

(15.2 x 11.4 cm)

6.0 L x 4.5 W "                          

(15.2 x 11.4 cm)

6.0 L x 4.5 W "                          

(15.2 x 11.4 cm)

6.0 L x 4.5 W "                          

(15.2 x 11.4 cm)

Max Perforating Speed SPH 12,000 12,000 12,000 12,000 12,000 12,000

Max Crease Speed SPH 4,500 - 5,500 4,500 4,500 4,500

Max Numbering Speed SPH - 8,500 - 8,000 8,000 8,000

Offset Scoring Optional Standard Standard Optional Optional Optional

Electrical 

115 V, 60 Hz, 20 A or 230 V, 

50 Hz, 20 A

115 V, 60 Hz, 20 A or 230 V, 

50 Hz, 20 A

115 V, 60 Hz, 20 A or 230 V, 

50 Hz, 20 A 110/220 V, 50/60 Hz 110/220 V, 50/60 Hz 110/220 V, 50/60 Hz

Machine Weight 144 lbs 200 lbs 350 lbs 150 lbs 220 lbs 222 lbs

Shipping Weight 245 lbs 234 lbs 471 lbs 297 lbs 512 lbs 515 lbs

Crate Size                                          inch                                                                    

cm                     

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

33.0 L x 36.0 W x 26.0 H "                     

(83.8 x 91.4 x 66.0 cm)

49.0 L x 35.0 W x 53.0 H "                     

(124.5 x 88.9 x 134.6 cm)

49.0 L x 39.0 W x 53.0 H "                     

(124.5 x 99.1 x 134.6 cm)

Perforating/Scoring

COUNT print finishing equipment is manufactured by Martin Yale Industries, LLC.                  

       251 Wedcor Avenue, Wabash, Indiana 46992 

260-563-0641  |  Fax: 260-563-4575 | www.martinyale.com

COUNT is a trademark of Martin Yale Industries, LLC. Copyright © 2017. All rights reserved.
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